## Content Corrections

<table>
<thead>
<tr>
<th>PAGE</th>
<th>SECTION</th>
<th>ERROR</th>
<th>CORRECTED TEXT (date correction published)</th>
</tr>
</thead>
<tbody>
<tr>
<td>26</td>
<td>A1.2-4.7</td>
<td>A1.2-4.7 Patient immobility risk assessment. The purpose of assessing... a. Patient immobility...Functional decline (the loss of ability to perform activities that ensure independence (e.g., getting to the toilet) leads to increased lengths of hospitalization and readmission.</td>
<td>A1.2-4.7 Patient immobility risk assessment. The purpose of assessing... a. Patient immobility...Functional decline (the loss of ability to perform activities that ensure independence, such as getting to the toilet) leads to increased lengths of hospitalization and readmission. (10/16/19)</td>
</tr>
<tr>
<td>39</td>
<td>A1.2-6.4.1.1</td>
<td>A1.2-6.4.1.1 Projecting the weight capacities of patients of size to be served.... For new construction, CDC obesity prevalence data and future projections for a specific geographic area may be used to drive estimates for the accommodations needed—number of rooms...and other rooms, etc.—who weigh more than 300 lbs.</td>
<td>A1.2-6.4.1.1 Projecting the weight capacities of patients of size to be served.... For new construction, CDC obesity prevalence data and future projections for a specific geographic area may be used to drive estimates for the accommodations—number of rooms...and other rooms, etc.—needed for patients who weigh more than 300 lbs. (9/13/19)</td>
</tr>
<tr>
<td>53</td>
<td>Table 1.2-6</td>
<td>In cases where greater speech privacy is required between patient care rooms when both room doors.... This is the performance required...</td>
<td>In cases where greater speech privacy is required between patient rooms when both patient room doors... (7/2/18)</td>
</tr>
<tr>
<td>67</td>
<td>2.1-1</td>
<td>2.1-1 General</td>
<td>2.1-1 General 2.1-1.4 Outpatient projects located in hospitals shall meet the requirements of the FGI Guidelines for Design and Construction of Outpatient Facilities. (4/13/18)</td>
</tr>
<tr>
<td>71</td>
<td>2.1-2.3.7.2 (2)(c)</td>
<td>2.1-2.3.7.2 Space requirements</td>
<td>2.1-2.3.7.2 Space requirements (2) When not in use for a patient of size, this examination or treatment room shall be permitted to be subdivided with cubicle curtains or movable partitions to accommodate two patients if each resulting bay or cubicle: ... (c) Has all electrical and medical gas requirements for two patients.</td>
</tr>
</tbody>
</table>

*Text highlighted in blue indicates changes made since the 11/25/19 and 12/11/19 versions of this errata sheet.*
<table>
<thead>
<tr>
<th>PAGE</th>
<th>SECTION</th>
<th>ERROR</th>
<th>CORRECTED TEXT (date correction published)</th>
</tr>
</thead>
<tbody>
<tr>
<td>72</td>
<td>2.1-2.3.10.2 (1)</td>
<td>*(1) All door openings used for the path of travel to public areas and areas where care will be provided for patients of size shall have a minimum clear width of 45.5 inches (1156 millimeters) to provide access for...</td>
<td>*(1) All door openings used for the path of travel to public areas and areas where care will be provided for patients of size shall have a minimum clear width of 45.5 inches (1156 millimeters) to provide access for...</td>
</tr>
<tr>
<td></td>
<td></td>
<td>(2) Door openings to patient rooms for patients of size shall have a minimum clear width of 57 inches (1448 millimeters).</td>
<td>(2) Door openings to patient rooms for patients of size shall have a minimum clear width of 57 inches (1448 millimeters).</td>
</tr>
<tr>
<td></td>
<td></td>
<td>(3) Door openings to toilet rooms designated for patients of size shall have a minimum clear width of 45.5 inches (1156 millimeters).</td>
<td>(3) Door openings to toilet rooms designated for patients of size shall have a minimum clear width of 45.5 inches (1156 millimeters).</td>
</tr>
</tbody>
</table>
| 75   | 2.1-2.8.6.1 | **2.1-2.8.6 Hand Scrub Facilities**  
2.1-2.8.6.1 At least one hand scrub position shall be located next to the entrance to each cesarean delivery, operating, and Class 3 imaging room. | **2.1-2.8.6 Hand Scrub Facilities**  
2.1-2.8.6.1 At least one hand scrub position shall be located adjacent to the entrance to each cesarean delivery, operating, and Class 3 imaging room. |
| 132  | Table 2.1-2 Nurse Call Devices | **NURSING UNITS**  
2.2-2.8.2 NICU  
[ Misplaced rule between this and 2.2-2.6.2 (Critical care unit patient bed) suggests no requirement for NICU; should be the same except Note 5 says no patient station for NICU. ]  
2.5-2.2.2 Psychiatric patient bedroom | **NURSING UNITS**  
2.2-2.8.2 NICU  
*Required stations: Staff assistance, Emergency call*  
(1/2/19)  
2.5-2.2.2 Psychiatric patient bedroom  
(11/30/18)  
**DIAGNOSTIC & TREATMENT AREAS**  
Seclusion room...  
Procedure room/Class 2 imaging room  
*Required stations: Bath, Staff assistance  
Optional station: Emergency call*  
Operating room/Class 3 imaging room  
*Required stations: Bath, Staff assistance*  
Electroconvulsive therapy treatment room/pre-procedure and recovery patient care stations  
*Required stations: Bath, Staff assistance*  
**DIAGNOSTIC & TREATMENT AREAS**  
Seclusion room anteroom...  
(11/9/18)  
Procedure room/Class 2 imaging room  
*Required stations: Staff assistance, Emergency call*  
Optional station: Nurse master  
(5/18/18)  
Operating room/Class 3 imaging room  
*Required stations: Staff assistance, Emergency call*  
(5/18/18)  
Electroconvulsive therapy treatment room/pre-procedure and recovery patient care stations  
*Required stations: Staff assistance, Emergency call*  
(5/18/18)

www.fgiguide.org
<table>
<thead>
<tr>
<th>PAGE</th>
<th>SECTION</th>
<th>ERROR</th>
<th>CORRECTED TEXT (date correction published)</th>
</tr>
</thead>
<tbody>
<tr>
<td>133</td>
<td>Table 2.1-3 Station Outlets</td>
<td><strong>Class 1 imaging room</strong>&lt;br&gt;1 oxygen, 1 vacuum, 1 medical air&lt;br&gt;<strong>Operating room/Class 3 imaging room</strong>&lt;br&gt;2 oxygen, 5 vacuum, 1 medical air, 1 WAGD, 1 instrument air</td>
<td><strong>Class 1 imaging room</strong>&lt;br&gt;1 oxygen, 1 vacuum&lt;br&gt;<strong>Operating room/Class 3 imaging room</strong>&lt;br&gt;2 oxygen, 5 vacuum, 1 medical air, 1 WAGD (5/14/18)</td>
</tr>
<tr>
<td>152</td>
<td>2.2-2.8</td>
<td>2.2-2.8.2 NICU Rooms and Areas</td>
<td><strong>2.2-2.8.2 NICU Rooms and Areas</strong>&lt;br&gt;...&lt;br&gt;&lt;br&gt;<strong>2.2-2.8.2.6 Reserved</strong>&lt;br&gt;&lt;br&gt;<strong>2.2-2.8.2.7 Nurse call system.</strong> A nurse call system shall be provided in accordance with Section 2.1-8.5.1 (Call Systems). (5/18/18)</td>
</tr>
<tr>
<td>171–72</td>
<td>2.2-3.1.3.6 (4)(c) and (4)(d)</td>
<td><strong>2.2-3.1.3.6 Treatment room or area...</strong>&lt;br&gt;<em>(4) Trauma/resuscitation room....&lt;br&gt;...&lt;br&gt;(c) The trauma/resuscitation room shall contain the following: ...&lt;br&gt;...&lt;br&gt;(iii) A hand-washing station that meets the requirements in Section 2.1-2.8.7 (Hand-Washing Station)&lt;br&gt;...&lt;br&gt;&lt;br&gt;(d) Hand scrub facilities. Hand scrub facilities shall be provided for trauma rooms in accordance with Section 2.1-2.8.6 (Hand Scrub Facilities).&lt;br&gt;&lt;br&gt;</em>(e) Door openings...&lt;br&gt;A2.2-3.1.3.6 (4)(e) The door opening is sized ...&lt;br&gt;(f) Renovation</td>
<td><strong>2.2-3.1.3.6 Treatment room or area...</strong>&lt;br&gt;* <em>(4) Trauma/resuscitation room....&lt;br&gt;...&lt;br&gt;(c) The trauma/resuscitation room shall contain the following: ...&lt;br&gt;...&lt;br&gt;(iii) A hand-washing station</em>[s] that meets the requirements in Section 2.1-2.8.7 (Hand-Washing Station)&lt;br&gt;...&lt;br&gt;&lt;br&gt;* *(d) Door openings...&lt;br&gt;A2.2-3.1.3.6 (4)(d) The door opening is sized ...&lt;br&gt;(e) Renovation (4/13/18)</td>
</tr>
<tr>
<td>176</td>
<td>2.2-3.2.2.2</td>
<td><strong>2.2-3.2 Observation Unit</strong>&lt;br&gt;<strong>2.2-3.2.2 Patient Care Stations</strong>&lt;br&gt;<strong>2.2-3.2.2.2 Space requirements</strong>&lt;br&gt;* <em>(1) Area.</em>* All patient care stations (bays, cubicles, or single-patient rooms) designed to accommodate observation beds shall be provided in accordance with Section 2.1-3.2.2.1 (Single-Patient Examination Room—Space requirements) or Section 2.1-3.2.3.1 (Multiple-Patient Examination Room—Space requirements).&lt;br&gt;&lt;br&gt;A2.2-3.2.2.2 (1) Additional space in patient care stations...&lt;br&gt;(2) Clearances continued</td>
<td><strong>2.2-3.2.2 Patient Care Stations</strong>&lt;br&gt;<strong>2.2-3.2.2.2 Space requirements</strong> All patient care stations (bays, cubicles, or single-patient rooms) designed to accommodate observation beds shall be provided in accordance with Section 2.1-3.2.2.1 (Single-Patient Examination Room—Space requirements) or Section 2.1-3.2.3.1 (Multiple-Patient Examination Room—Space requirements).&lt;br&gt;&lt;br&gt;A2.2-3.2.2.2 Additional space in patient care stations...&lt;br&gt;[Clearances are included in the sections cross-referenced in Section 2.2-3.2.2.2.] (4/13/18)</td>
</tr>
<tr>
<td>PAGE</td>
<td>SECTION</td>
<td>ERROR</td>
<td>CORRECTED TEXT (date correction published)</td>
</tr>
<tr>
<td>------</td>
<td>---------</td>
<td>-------</td>
<td>------------------------------------------</td>
</tr>
</tbody>
</table>
| 176  | 2.2.2.2 | *continued* | *(a) A minimum clearance of 5 feet (1.52 meters) shall be provided between beds in bays in an open observation area.  
(b) A minimum clearance of 3 feet (91.44 centimeters) shall be provided between walls or partitions and the sides of beds in cubicles in an open observation room and in patient rooms.* |
| 182  | 2.2.3.4.1 | *2.2.3.4.1 Application.* Hybrid operating rooms (Class 3 imaging rooms) shall be designed to comply with the requirements in Section 2.2-3.3.3 (Operating Rooms) and the requirements in Section 2.2-3.4 (Imaging Services) that apply to the imaging modality used in the hybrid operating room.  
*2.2.3.4.1 Application.* Hybrid operating rooms (Class 3 imaging rooms) shall be designed to comply with the requirements in Section 2.2-3.3.3 (Operating Rooms), except for Section 2.2-3.3.3.2 (1) (Space requirements: Operating room), and the requirements in Section 2.2-3.4 (Imaging Services) that apply to the imaging modality used in the hybrid operating room.  
(1/17/19) |
| 184  | 2.2.3.5.9 | *2.2.3.5.9 Support areas for staff. A staff toilet room shall be located in the postoperative patient care area(s) to maintain staff availability to patients.*  
A2.7.3.5.9 Pre- and postoperative patient care stations that are single-patient rooms are most commonly used for pediatric patients and for patients requiring an airborne infection isolation room, who should have their own dedicated patient toilet room.  
2.2.3.5.9 Support areas for staff. A staff toilet room shall be located in the postoperative patient care area(s) to maintain staff availability to patients.  
(11/25/19) |
| 184  | 2.2.3.5.10 (1)(a)(iii) | (1) Patient toilet room  
(a) Location...  
...  
**(iii) Where pre- and postoperative patient care stations are single-patient rooms, the toilet room shall be directly accessible from the patient care station.*  
A2.2.3.5.10 (1)(a)(iii) Pre- and postoperative patient care stations that are single-patient rooms are most commonly used for pediatric patients and for patients requiring an airborne infection isolation room, who should have their own dedicated patient toilet room.  
(1) Patient toilet room  
(a) Location...  
...  
**(iii) Where pre- and postoperative patient care stations that are single-patient rooms are used for airborne infection isolation patients, the toilet room shall be directly accessible from the patient care station.*  
(6/7/18) |
<table>
<thead>
<tr>
<th>PAGE</th>
<th>SECTION</th>
<th>ERROR</th>
<th>CORRECTED TEXT (date correction published)</th>
</tr>
</thead>
</table>
| 188  | 2.2-3.4.2.1 (3) | 2.2-3.4.2 Imaging Rooms  
2.2-3.4.2.1 General  
...  
(3) Where imaging procedures meeting Class 3 criteria are performed, a room(s) that meets the requirements for the applicable imaging suite and for an operating room (see Section 2.2-3.3.3, Operating Rooms) shall be provided. An operating room that meets the requirements in Section 2.2-3.3.4 (Hybrid Operating Room) shall be permitted to meet this requirement. | 2.2-3.4.2 Imaging Rooms  
2.2-3.4.2.1 General  
...  
(3) Where an imaging room intended for Class 3 procedures is provided, it shall meet the requirements for the applicable imaging modality and the requirements for an operating room in Section 2.2-3.3.3 (Operating Rooms), except for Section 2.2-3.3.2 (1) (Space requirements: Operating room). An operating room that meets the requirements in Section 2.2-3.3.4 (Hybrid Operating Room) shall be permitted to meet this requirement. (1/17/19) |
| 190  | 2.2-3.4.2.5 (1)(a) | *2.2-3.4.2.5 System component room....  
(1) Location  
*(a) For Class 2 and Class 3 imaging rooms, the system component room shall be accessed only from a semi-restricted or unrestricted space outside the imaging room. | *2.2-3.4.2.5 System component room....  
(1) Location  
*(a) For Class 2 and Class 3 imaging rooms, the system component room shall not open into the imaging room or any restricted space. (1/17/19) |
| 191  | A2.2-3.4.4 | A2.2-3.4.4.4 Mammography room.  
Where needle location procedures are performed, a discreet patient route of travel (i.e., one that does not pass through public circulation routes) should be provided from the mammography room to a biopsy procedure room. | A2.2-3.4.4.4 Mammography room.  
Where needle localization procedures are performed, a discreet patient route of travel (i.e., one that does not pass through public circulation routes) should be provided from the mammography room to a biopsy procedure room. (9/13/19) |
| 197  | 2.2-3.4.8.13 | 2.2-3.4.8 Support Areas for Imaging Services  
...  
2.2-3.4.8.13 Equipment and supply storage  
(1) Clean linen storage  
*(a) A storage area for clean linen shall be provided.  
*(b) A hand-washing station shall be provided in the clean linen storage area. | 2.2-3.4.8 Support Areas for Imaging Services  
...  
2.2-3.4.8.13 Equipment and supply storage  
(1) Clean linen storage. A storage area for clean linen shall be provided. (4/13/18) |
| 198 – 199 | 2.2-3.4.8.19 | *2.2-3.4.8.19 Facilities for processing ultrasound probes  
A2.2-3.4.8.19 Processing ultrasound probes in a soiled workroom. Some organizations process ultrasound probes in a soiled workroom; see Section 2.1-3.8.12 (Soiled Workroom or Soiled Holding Room) for requirements for a soiled workroom.  
continued | *2.2-3.4.8.19 Facilities for processing ultrasound probes  
A2.2-3.4.8.19 Processing ultrasound probes in a soiled workroom. Some organizations process endocavitary ultrasound probes in a soiled workroom; see Section 2.1-3.8.12 (Soiled Workroom or Soiled Holding Room) for general requirements for a continued |
<table>
<thead>
<tr>
<th>PAGE</th>
<th>SECTION</th>
<th>ERROR</th>
<th>CORRECTED TEXT (date correction published)</th>
</tr>
</thead>
<tbody>
<tr>
<td>198 - 99</td>
<td>2.2-3.4.8.19</td>
<td>continued</td>
<td>continued</td>
</tr>
<tr>
<td>199</td>
<td>2.2-3.4.9.2</td>
<td>(1)</td>
<td>A staff toilet room(s) shall be directly accessible to the staff lounge.</td>
</tr>
<tr>
<td></td>
<td></td>
<td>(2)</td>
<td>Where ultrasound probes are processed at the point of use or in a separate room or area using a self-contained, automated high-level disinfection unit specifically designed for ultrasound probes:</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>211</td>
<td>2.2-3.11.4.3</td>
<td>Clean work area</td>
<td>(2) The clean work area shall be equipped with the following:</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

*5/8/18*

(12/11/19)
### Spelling Corrections

<table>
<thead>
<tr>
<th>PAGE</th>
<th>LOCATION</th>
<th>INCORRECT SPELLING</th>
<th>CORRECT SPELLING (date correction published)</th>
</tr>
</thead>
<tbody>
<tr>
<td>28</td>
<td>1.2-5.4.3</td>
<td>*1.2-5.4.3 Wayfining</td>
<td>*1.2-5.4.3 Wayfinding  (10/8/18)</td>
</tr>
</tbody>
</table>

### Numbering Corrections

<table>
<thead>
<tr>
<th>PAGE</th>
<th>CHAPTER</th>
<th>SECTION NUMBER THAT IS INCORRECT</th>
<th>CORRECTED SECTION NUMBER (date correction published)</th>
</tr>
</thead>
<tbody>
<tr>
<td>71</td>
<td>A2.1-2.3.7.1 (1)(c)</td>
<td>A2.1-2.3.7.1 (1)(c) Floor space for using patient lifts. The transfer side clearance...</td>
<td>A2.1-2.3.7.2 (1)(c) Floor space for using patient lifts. The transfer side clearance... (10/16/19)</td>
</tr>
</tbody>
</table>