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ABSTRACT 

 

This is a sample page to show authors of papers for 

the American Towing Tank Conference what their final 

papers should look like.  SI units are preferred. 

 
NOTATION 

 

ATTC American Towing Tank Conference 

ρ  Density of water  (kg/m3) 

 

INTRODUCTION 

 

The ATTC has prepared this guide in the form of a 

template file.  Electronic copies are available on the 

SNAME/ATTC website:  http://www.sname.org/attc/home.  

The template is a Microsoft Word document that has all 
format conventions set up as needed.  The downloaded file 

can be the foundation for each paper with cut-and-paste 

methods to import text and figures from various sources. 

The primary goal is coordination of the efforts of the 

authors so that all of the published papers look similar and 

professional.  A secondary goal is less work for the authors 

and for editors, so please provide feedback on any changes 

that might make things simpler for both parties. 

 

MANUSCRIPT FORMAT CONVENTIONS 

 

Font 

The font is 10 point Times New Roman as this 

sample page.  If access to the font is not available, please 

use some other font that has a similar look.  The text should 

be fully justified so that text lines run to both edges of the 

columns.  Paragraphs are indented 0.31 inches or 8.0 mm 

with no line space between paragraphs. 

 

Page Setup 

The final manuscript pages should look just like this 

document.  If the template file is not used, the correct page 

setup values are listed below for both 8.5x11 inch paper 

and ISO standard A4 paper. 

 
Page Margins 

Please follow the margin guide precisely.  The values 

have been chosen so that Adobe Acrobat pdf files will print 

identical text for either paper size when the papers are 

published. 

 

Table 1.  Paper margins 

 

 US (in) A4 (cm) 

Margin 8.5x11.0 21.0x29.7 

Top 1.0 in 2.5 cm 

Bottom 0.7 in 1.8 cm 

Inside (left) 0.8 in 2.0 cm 

Outside (right) 0.8 in 2.0 cm 

 

Column Format 

The text layout is in two-column format with equal 
column width and the spacing shown. 

 

Table 2.  Paper column format 

 

 US (in) A4 (cm) 

Column 8.5x11.0 21.0x29.7 

Width 3.3 in 8.4 cm 

Spacing 0.3 in 0.8 cm 

 

Page Numbers 

Page numbers are provided in this template, and each 

paper will be numbered beginning with page 1. 
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Organization/Headings/Sub-headings 

Paragraphs should not be numbered, and the 

manuscript should be organized as follows: 

ABSTRACT 

NOTATION 

Instead of NOMENCLATURE 

INTRODUCTION 

TEXT MAIN HEADING 

All upper case, bold, no indentation 

Text Sub-Heading 

Mixed upper/lower case, bold, no indentation 

Text Sub-Sub-Heading 

Mixed upper/lower case, bold, indented, 0.31 inches 

or 8.0 mm 

TEXT MAIN HEADING 

(etc.) 

ACKNOWLEDGMENTS 

REFERENCES 

APPENDIX 

 

Length 

The manuscript page limit is up to 20 for the 

proceedings.  Supplemental data and large appendices may 

be published on the CD with the proceedings. 

 

Figures and Tables 

Figures and tables should be interspersed throughout 

text, not grouped at end.  Each figure should be referenced 
in the text as in this example: “note the trend in Figure 1”.  

Figure and table labels may be hyper-linked.  Text and line 

thickness within figures should be large enough and bold 

enough to be readable with a minimum font size of 10 

point.  Readability may be a problem when complex 

figures are reduced to fit one column width. 

A bound paper proceedings will not be published; 

consequently, color photos and charts are preferred.  All 

papers will be published on CD as pdf. 

Figure labels should be below the figure as shown in 

the example.  Table labels should be above the table. 
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Figure 1.  Measurement data from model tests 

 

Importing Figures 

Figures should be imported as .png, .jpg, .gif or .tif 

files whenever possible.  Spreadsheet charts should be 

copied and pasted as a jpg or other photo format. 

 
Equations 

Equations should be numbered sequentially with 

numbers in parentheses and right justified, and the equation 

centered.  For example, Froude number is given by 

gLVFr /        (1) 

where V is the velocity, g local gravity, and L length of the 

model.  Equations may be 12 point font. 

 

References 

The preferred format for citing references is the 

(author, date) style.  The reference list should be 

alphabetical with hanging indentation of 0.31 inches or 8.0 

mm.  An example paragraph is as follows. 

When possible, symbols and abbreviations should 

conform with Principles of Naval Architecture (Lewis, 

1988) or the International Towing Tank Conference (ITTC, 
2014).  ATTC papers cover diverse subjects from basic 

studies on cavitation (Etter, 2007) to updates on sailboat 

testing ( DeBord, 2004). 

 

SUBMISSION REQUIREMENTS 

 

Final manuscripts must be submitted in electronic 

format as Adobe Acrobat pdf.  This gives the author final 

control and responsibility for proofreading.  Authors who 

do not have the ability to create an Adobe Acrobat file may 

work with their editors to convert their manuscript, but 

extra time must be allowed before the deadline for 
adequate proof-reading. 

The deadline for draft papers is 31 July 2017.  Files 

under 6 Mbytes in size may be emailed directly to Paper 

Chairman Joel T. Park joel.park@navy.mil.  Larger files 

may be uploaded through a file exchange web page or 

mailed on a CD before the deadline. 

 

LIABILITY 

 

Where necessary, authors are responsible for 

obtaining approval from employers or authorities for 
publication and possible electronic distribution of papers. 

 

CONCLUSIONS 

 

These sample pages should provide authors with 

enough information to produce a cohesive and professional 

looking publication. 

 

ACKNOWLEDGEMENTS 
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